


Dimensions (All dimensions are in mm)

Compliance
[CO0T00kE e Category Standards Compliance
5 3 . Level IV (Air Discharge : 15kV),
o J ESD Immunity IEC 61000 - 4 - 2 (Contact Discharge : -8kV)
90 N P <5 . + /- 2kV Common Mode, (Line to Ground)
N ! Surge Immunity IEC61000-4-5 |, ) 44y Differential Mode, (Line to Line)
5 Level I1l, 80 to 1000MHz (10V / m)
le e ce el Radiated Susceptibility | IEC 61000 - 4 - 3 |Level Il, 1.4GHz to 2GHz (3V / m)
1 Level |, 2GHz to 2.7GHz (1V / m)
Conducted Susceptibility |IEC 61000 - 4 - 6 |Level Il (3V / m)

Dips : 0% residual voltage /
1 cycle (Criteria B), 40% residual voltage /
Terminal Connection 10 cycles 50Hz / 12 cycles 60Hz (Criteria C)

Voltage Dips and 70% residual voltage / 25 cycles
MEMSSARC Interruptions IEC 61000 -4 - ™ 50117 / 30 cycles 60Hz (Criteria C)
’ Interruptions : 0% residual voltage /
3 RS485 250 cycles 50Hz / 300 cycles 60Hz
S1 S2 S1 S2 S1 S2 -+ (Criteria C)
| 1|2|3|4|5|6|7|8|9|10| Conducted Emission CISPR - 11
u L Radiated Emission CISPR - 11
J
L2 - 0 Electrical Fast Transient |IEC 61000 - 4 - 4 |Level lll (2kV)
L3 o A
N D

Ordering Information

|11|12|13|14|15|16|17|18|19|
V1 v2 v w LL@dn




