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Multifunction MeterMFM384

Terminal connection

Dimensions (All are in mm)
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Side viewFront bezel Panel cutout Ordering information

Product code

MFM384-C-CU

Supply voltage

MFM384-C-CE

Output

CertificationPulse 
Output

Comm.
(RS485)

YES

YES YES

YES

2Cable Size (mm ) : 0.5 to 2.5; Tightening Torque (N - m) : 0.68 to 0.79 

85 to 300V AC
50/60Hz (±5%)

LISTED

C UL US

- -

Compliance

Applicable EMI / EMC Standards

Product Standard : IEC 61326 - 1

Category Standards compliance

IEC 61000 - 4 - 2

IEC 61000 - 4 - 3

IEC 61000 - 4 - 6

IEC 61000 - 4 - 8

IEC 61000 - 4 - 11

IEC 61000 - 4 - 4

IEC 61000 - 4 - 5

CISPR-22 / CISPR-11

Electrostatic discharge

Immunity to electromagnetic RF fields

Conducted immunity

Immunity to magnetic fields

Immunity to voltage dips and interruptions

Fast transient

Immunity to surge waves

Conducted and radiated emissions

Safety and Standards

IEC 61326 - 1

IEC61010 Edition 3.0 CAT III, Protection class II

I I I

}
100 to 240V AC
50/60Hz (±5%)

85 to 300V AC
50/60Hz (±5%) YES YESMFM384-C-CE-CL05 - -

 Supply voltage 85 to 300V AC, 50 / 60 Hz, (±5%)

Auxiliary supply specifications

Environmental specifications

 Pollution degree 2

 Operating temperature Meter -10°C to +55°C (14°F to 131°F)

 Humidity Up to 85% RH (Non-Condensing)

 Altitude Up to 2000 meters (6561 ft.)

 Storage temperature Meter -20°C to +75°C (-4°F to +167°F)

 Measurement category CAT III
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