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SPECIFICATIONS

 Time Setting Range                                                         : 0.05sec - 300hour

 Humidity : 95%RH

                                  

   Supply Voltage :   20-240VAC / DC, 
     

 Power Consumption : Max 5VA

 Electrical life of relay : 100,000 operations

    6A resistive load

 

   Input Power Rating    : 20-240V AC/DC,

   (Start, Inhibit, Reset)   50/60Hz                                      

 Contact capacity  : 250VAC, 

   Environmental conditions :

 Storage : -20 to 75°C

 Contact type : 2 SPDT (1C/O)

 Mounting        : Plug 

 Weight : 100 gms

 Reset time : 100ms

   (Start, Inhibit, Reset)

 Mechanical life  : 10,000,000 

 Min input signal time : 50ms

 of relay   operations

 Accuracy Setting : ±5% of full scale or 
    

   Repeat : ±0.5% ±50ms 
                                      

 Operating : 0 to 50°C

Compliance             

50/60Hz

±50ms (whichever 
  is greater)

  (whichever is greater)
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Time range

1 to 10 sec

1 to 10 min

1 to 10 hour

10 to 100 hour

30 to 300 hour

0.05 to 0.5 sec

0.05 to 0.5 min

0.05 to 0.5 hour

0.5 to 5 hour

1.5 to 15 hour

0.1 to 1 sec

0.1 to 1 min

0.1 to 1 hour

1 to 10 hour

3 to 30 hour

0.3 to 3 sec

0.3 to 3 min

0.3 to 3 hour

3 to 30 hour

9 to 90 hour

0.5 to 5 sec

0.5 to 5 min

0.5 to 5 hour

5 to 50 hour

15 to 150 hour
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t: Set Time, t=t1+t2, t>t-a

POWER 2-10

START 2-6

INHIBIT 2-5

RESET 2-7

POWER 2-10

START 2-6

INHIBIT 2-5

RESET 2-7

START 2-6

INHIBIT 2-5

RESET 2-7

POWER 2-10

START 2-6

INHIBIT 2-5

RESET 2-7

Note :  

1. If START terminal is closed, time cycle (t) will start.
2. If timer is cut or RESET terminal is closed, the 
    timer will be reset. 
3. If INHIBIT terminal is closed during a time-cycle, 
    the time will be stopped until INHIBIT terminal is
    opened.
4. When using mode C and D, setting a very small
    time may not guarantee proper operation.
    Set time more than 100ms. 

ORDER CODE INFORMATION
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