


TC533 A;

Accessories ( Optional )

Adapter plate
 1) AP7248 :  Plastic adapter plate� used to mount 1 � 16 DIN (cutout size 48 x 48) 
      Instrument into existing (72 x 72) cutout size.  
 2) AP9648 :  Plastic adapter plate� used to mount 1 � 16 DIN (cutout size 48 x 48) 
  Instrument into existing (96 x 96) cutout size.

 3) AP4896-4848-G-C : Plastic adapter plate� used to mount 1 � 16 DIN
                  (cutout size 48 x 48) Instrument into existing (48 x 96) 
                  cutout size.

Standard SELEC accessories that can be used with this product.
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Temperature Controller

Ordering Information

Compliance

Applicable EMI � EMC Standards

Product Standard � I(C 61326-1

Categor\ Standards Compliance

(SD Immunity LeYel III

Surge Immunity
��- 2 N9 common mode� 
   ��- 1 N9 differential mode

Radiated SusceptiEility
LeYel III� 80 to 1000MHz     
LeYel II� 1.4GHz  to 2GHz     
LeYel I� 2GHz to 2.7GHz

Conducted SusceptiEility  LeYel II 

I(C 61000-4-2

I(C 61000-4-5

I(C 61000-4-3 

I(C 61000-4-6

9oltage Dips and
Interruptions

Dips : 0% residual Yoltage � 
1 cycle   (Criteria B)� 40% residual Yoltage � 
10 cycles 50Hz � 12 cycles 60Hz 
(Criteria C)70% residual Yoltage � 
25 cycles50Hz    � 30 cycles 60Hz 
(Criteria C)     
Interruptions : 0% residual Yoltage �
250 cycles 50Hz � 300 cycles 60Hz
(Criteria C)

I(C 61000-4-11

LeYel III 

Conducted (mission

Radiated (mission

(lectrical )ast Transient

CISPR-11

CISPR-11

I(C 61000-4-4

TC533A;

O8TP8T S8PPLY 9OLTA*E CERTIFICATIONPROD8CT CODE

R(LA< SSR 85-2709 AC � DC

 48 x 48 Collar clamp  ACL4802

Mounting Accessories (Supplied with units)

Input Sensor Ranges
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