
Frequency

Burden

Display specifications

Technical specifications

Type 

Digits

Input specifications

Rated input voltage

Rated input current 

45 - 65 Hz

20m Ohm

Wiring input

Accuracy 

Alarm indications

Measurement range 

Power factor

CT Primary

CT Secondary

0.8 lag to 0.8 lead

1 / 5A to 9999A (Programmable for any value)

1 or 5A (Programmable)

Output Contacts

Relay contact

Steps:

Output specifications

Automatic Power Factor Controller APFC148

Features :

Certications :

3-CT Sensing

Zero Programming  

LCD display with dual color backlight

12/14* Relay stages

Intelligent Algorithm System

Supports Automatic Capacitor Banks switching

Configurable Alarm Settings

Alarm Display on screen

Dual Password Protection
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Automatic Power Factor Controller APFC148

  90/ 550V AC, 50/ 60HZ 8APFC148-308-90 / 550V-CE

ZAPFC148-312-90 / 550V-CE

 Standards Compliance

Standards

Input voltage range

Consumption

Auxiliary Supply Specifications

50 - 60 HzFrequency

90 - 550V AC

15VA max

Target PF

Step time

Discharge time

Control specifications

Control Sensitivity

0.8 lag to 0.8 lead

1 to 999 sec

1 to 999 sec

Switching program

Auto initialization

Control Mode

Yes / No

Automatic / Manual

Temperature

Humidity 

Mounting

Weight

Environmental specifications

Operating : 0°C to 60°C
  Storage : -20°C to 60°C

Up to 95% RH without moisture consideration

Mechanical specifications


