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S e I e C MA32 - Environmental Conditions :
P TEE—— Operatilegnperaéu -1°C to 85
DPErating Inst Operating Storag20C to T5
Relative HumidityUpto 85% (non-condensing
Pollution Degreell

ORDER CODE INFAOBGMNA

Product Supply RangecCertificdtion

MA32-1-G-40/8§@40-300V AC/DC, 50/68Hz
96 X 96mm MA32-1-G-40/30@¥V-300V AC/DC, |50/60Hz

SAFETFRECAUTIONS
SPECI A GATI NS

All safety related codifications, symbols

Description : 1 @ Digital Ammeter that appear in this operating manual or on
Display : 4 Digit 7 Segment LEPUSt be strictly followed to ensure the saf¢
Dis Igperatlng personnel as well as the instrum

PIayf the equipment is not used in a manner

. the manufacturer it might impair the protec
(Min-50yn fheMegripMent.

Over Range IndicatiOn" for input > 7A « Do not use the equipment if there is an)

Rated Input CurrenfominalARA

CT Primary 0 1-999.0kA damage.
CT Secondary : 1/r 5A ¢ Ensure that the equipment is supplied w
Resolution : Auto Resolution dependVoltage.
upon I&aTio CAUTION :

Accuracy :#0.5% of Full Scale 1.Read complete instructions prior to instal
Measuring Method Tue RMS operation of the unit.
Display Updeme T: Isec. 2.Risk of electric shock..
Power Consumptioriess than 5V 3. Tr|1e eqUIpmer]: |r: its lnitalied state mus

. ose proximi 0 an eating sources,
SupplyoMage . 40-300V AC/DC, 50/GOHgils, s’zeam oryother uynwantedgprocess b
Weight :150gms
Mounting : Panel mounting

TERMINAL CONNECTIONS
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