TC544C

Operating Instructions

OP723-V03

OUTPUT SPECIFICATIONS

Control Output Relay Contact :

(Relay or SSR 5A resistive @250V AC / 30V DC
user selectable)
SSR Drive Output (Voltage Pulse):
12V DC, 30 mA

Auxiliary Output Relay Contact :
5A resistive @250V AC / 30V DC

POWER SUPPLY SPECIFICATIONS

85to 270V AC/DC

Supply Voltage (AC : 50/ 60 Hz )

Power Consumption 6 VA max@270V AC

Operating: 0to50°C

Temperature Storage :-20to 75°C
Humidity 95% RH (non-condensing)
Weight 116 g

LOAD CONNECTIONS

1. The service life of the output relays depends on the
switching capacity and switching conditions. Consider
the actual application conditions and use the product
within the rated load and electrical service life.

. Although the relay output is rated at 5/10 ampsiitis
always necessary to use

N

For load current less than 0.5A

L N

Snubber
For bigger loads, use interposing relay / contactor

L N

Snubber

C
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ELECTRICAL PRECAUTIONS DURING USE
Electrical noise generated by switching of inductive

loads can create momentary disruption, erratic display,
latch up, data loss or permanent damage to the
instrument.
Toreduce noise :

a) Use of snubber circuits across loads as shown above,
is recommended.

b) Use separate shielded wires for inputs.
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== Use only the correct thermocouple wire or FOR THERMOCOUPLE T t ]
compensating cable from the probe to instrument emp. Hysteresis
terminals avoiding joints in the cable if possible. ENIGE i/l 1. Display Bias : This function is used to adjust the PV set point [ —a—a

Failure to use the correct wire type will lead to

[ [l
inaccurate readings. Resolution: 1 | Resolution: 0.1 | UNIT vglue in cases where it islnelcessary for PV value to agree Forward ! : ! : !
Ensure that the input sensor connected at the 199 to 750 199 to 750 c with another recordgror indicator, qrwhen the sensor Vol
terminals and the input type set in the temperature J cannot be mounted in correct location. —l:_lll_
controller configuration are the same. -328 to 1382

-199 to 999 °F 2. Filter Time Constant : The input filter is used to filter out Output | off MOFF. " Time
quick changes that occurto the process variable ina

I FRONT PANEL DESCRIPTION K 199101350 | -19910 999 C 5. Manual Reset (for PID control & | = 0) : After some

dynamic or quick responding application which causes

[ TC544 -328 to 2462 -199 to 999 °F erratic control. time the process temperature settles at some point
SELEC -199 to 400 199 to 400 c The digital filter also aids in controlling processes where and there is a difference between the set temperature
P T the electrical noise affects the input signal. & the controlled jemperature. This difference can be
v -328 t0 750 -199 to 750 °F Larger the value of FTC entered, greater the filter added removed by setting the manual reset value equal &
opposite to the offset.
0to 1750 N/A °C and the slower the controller reacts to the process and . . .
Gl 'OI or n S & R. S vice versa f Time Proportional With Manual Reset
[A— Um ’ o ’
i i Ry (] 32to 3182 N/A F 3. Auto tune (AT) : The Auto-tuning function automatically Temp.
5 o computes and sets the proportional band (P),
. ' . integral time (1), Derivative time (D), ARW% and set point i
- — cycletime (CY.T) as per process characteristics. L
1) Displays a process value (PV). X\ézzr; ot eir\;g,h:;oox_cu"ed’ the upper display indicates error o Tune LED blinks at faster rate when auto-tuning is in Offset M‘;’(‘;j‘fs'{:fet
n Process-value (PV) / | 2) Displays the parameter symbols J progress
Parameter name t configurati de/online menu. ’ ) . i -
display 3) Ei;f.';}gs“é?/'g?&Zoﬁ;%ﬂs,m n Description Contsnt:);t(::tput o Atthe completion of Auto-tuning, Tune LED stops Time
(refer Table 2) blinking. . o . T i aati
Parameter setting Displays the parameter settings at o Sensor break / PID - time proportioning with auto reset & rate 6. Self ':'une_ (ST) . Itdls usedtwdhler(;e m(t)dl;‘lcatlon tOf PID
displa configuration mode/online menu. Sbf i OFF Temp.} | ' parameters Is required repeatedly due to frequen
il g Over range condition F{~ Proportonai|bana change in process condition eg. Setpoint.
Control output 1 The LED is glow when the contol Sensor reverse / o Tune LED blinks at slower rate when Self-tuning is in
indlcation output 15 ON Sne Und diti OFF set point . progress.
Control output 2 The LED is glow when the control nder range condition Atth letion of self-tuning. Tune LED st
indication output 2 is ON . bi k'e completion of seli-tuning, fune stop
nking.
Auto tune : Blinking (With faster rate) . . inking
Tune Self tune : Blinking (Wi AToff  Time
: g (With slower rate) e — Proportional band Reduced hoot
— — Programming online parameters o |fthe power goes OFF before auto-tuning is completed, Temp. t p educed overshoof
. Blinking : Dwell timer is in progress 9 9 p f : P
@ Dwell timer Contintious ON : Time over. : Auto-tuning will be restarted at next power ON.
o If auto-tuning is not completed after 3-4 cycles, the auto- Set point

Setpoint 1

Default : 50

tuning is suspected to fail. In this case, check the wiring
Range : SPLL to SPHL & parameters such as the control action, input type, etc.
If upper display is selected as SE ki then e Carry out the auto-tuning again, if there is a change in

Pressing @ key will show on Upper display : S€ £ setpoint or process parameters.
Lower display : <50> 4. ON/OFF control action (For Reverse Mode) :

RO ) RIPTIO
FUNCTIONS KEY PRESS
ONLINE

To view Level 1

Time —

Press @ key for 3 sec.

To view Level 2

Press @ key for 3 sec.

To view Protection Level

Press @ + W keys for 3 sec.

Press @ + @/ W keys to increment / decrement SE k1
value.

The relay is ‘ON’ up to the set temperature and cuts
‘OFF’ above the set temperature. As the temperature of
the system drops, the relay is switched ‘ON’ata

e Self-tuningis initiated under the following conditions :
1) When setpointis altered.
2) Whentune modeis altered. (TUNE=ST)

temperature slightly lower than the set point.
HYSTERESIS :

The difference between the temperature at which
relay switches ‘ON’ and at which the relay switches
‘OFF’ is the hysteresis or dead band.

Temp.t overshoot
Hysteresis
set point |— — —

1 1 1
Reverse X o
1 1 1

o STwillstartonly if PV <50% of setpoint.

To view online o STwillwork only when ACT=RE.

parameters

Lower display selectable between
SET1/SET2/TIME using & key.

NOTE : Elapsed time / Remaining time dependent on the
selection of ONL parameter in level1.

To change online Press @+ @& /W to change
parameter values parameter value.

PROGRAMMING MODE

To view parameters on | @ or @ key once to view the next or
the same level. previous function in operational menui

I &

Setpoint 2 / Dead band

7. Thermocouple Compensation :

COMP = YES

Configure Yes if compensating cable is connected as
thermocouple extension. Yes should also be configured
in the case if the sensor is directly connected to the
terminal without extension.

COMP = NO

Default : 0

Range : SPLL to SPHL
If upper display is selected as S £ £ 2/db then,
Pressing @key will show on Upper display:5Et2/db
Lower display: <0>
Press @ + @& /9 keys to increment / decrement

— Configure No if non-compensating cable is connected
To increase or decrease | [ +@ to increase and l +Wto SEt2/db value. Output m OFF m . Fime as thermocouple extension
the value of a particular | decrease the function value. ’
parameter. Note : Parameter value will not alter
when respective level is locked. 5 —
— - : . IDM Level I Display | Parameter Description
NOTE : The unit will auto exit programming mode after 30 sec. =
of inactivity. (Blinking) idn IndependentDownloader Module
- @& Key B+ Key |
[E13] By pressing the @ or W or @ + W keys for 3 sec. Dwell Timer Default : OFF _ UPLd dOnNE/ErT UPtd | Upload from product to IDM
[
Table 1 : INPUT RANGE Range : OFF, 1 to 9999 min S - V' Key W Key LHis Download from IDM to product
If upper display is selected as £.1"EA/E.ELP then, o | idn g dONE | Operation Successful
FOR RTD Pressing @ key will show on Upper display : £ | 7 £ E A& Key & Key = -
) ; =] Erd Operation unsuccessful
INPUT TYPE Lower display : <OFF> dnid dONE/EFT
. . Press @ + & / @ keys to increment / decrement W Key 8V Key d Note:
Resolution: 1 | Resolution: 0.1 | UNIT dYEL time value. (Blinking) 1) IDM Level - IDM should be connected before
_ - o powering on the unit to enter in IDM Level.
PT100 150 to 850 150.0 10 850.0 c 2) Long Press @ or @ key for 3 sec to exit from IDM mode.
-2381t0 1562 |-199.9t0999.9| °F **IDM is applicable only for IDM compatible Product. [ Caution: After Downloading, switch of the unit and then remove the IDM
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I “ CONFIGURATION INSTRUCTIONS
‘ |:> Press once to view online parameters Press for 3 sec to enter Level 2 Press once to view next parameter in configuration menu
' |:> Press for 3 sec to view Level 1 Press once to view previous parameter in configuration menu . + ' |:> Press for 3 sec to enter protection Level
. + . or . + ' |:> Allows the user to increase or decrease associated parameter value . or ' or . + ' |:> To exit configuration menu press any of these keys for 3 sec
I “ OPERATIONAL MENU
| POWERON |
Y%
selec TC544
P
\4
1 10 Or r s
Press W@ key for 3sec. | o Os 'J v I Press & + W@ keys for 3sec.
Press @ key for 3sec. |— . ' ‘
Level 1 Level 2 Protection Level
Display | Description Default | Range Display Display | Description Default | Range Display Display | Description Default | Range Display
Value Condition Value Condition Value Condition
Input type Ti .
IRPE | Fotor Tablo 1) 3 | IKIT/R/SIRTD - EURE | (Refer userguide) | SE |OFF/ST/AT  |ForCNTL=PID| | P! [Locksetpoint1 | LfiLE |UNLK/READ -
~ n - o |Compensation Cable| YES/N —_
£aP Connected 9E5 S/NO P Proportional band 10 1.0 to 400.0° For CNTL=PID SP2 |Lock setpoint 2 UM L ¥ |UNLK/READ/LOCK| —_
PESL | Display Resolution | 1 | 1/0.1 ot prompted _
or ype ! Integral time 120 | 0to 9999 sec For CNTL=PID LUL! |Lock level 1 UM L P |UNLK/READ/LOCK| -
Uik | Temperature unit or °C/I°F —_
i d Derivative time 0 |0to 9999 sec For CNTL=PID LUt Lock level 2 unt UNLK/READ/LOCK -
5P1 1 | Set point low limit =199 Min range of sensor _ 30 LuLe unLe
selected to SPHL Prompted when
£ 9C.n | Cycle time mode AUED | AUTO/USR.F For CNTL=PID d“YE L | Lock dwell time unt UNLK/READ/LOCK|
5P HL | Setpoint high limit | 75g | SPLLto Maxrange - il beo EL yiLe DWEL=YES
of sensor selected
F L |Filtertime constant | 1.0 |0.21010.0 sec — £ 9Lk | Cycle time 50 |01t0o99.9sec  |For CNTL=PID Note
Control action for N " 1. Locking parameters (LVL1 or LVL2 or SP or DWEL) will not permit
Akl relay 1 "t |RE/FD focr'tl_?gin\}gg HY5! | Hysteresis 1 10 0.11099.9° For CNTL=ONF change in the value of respective level parameters.
— Time value (online) can be altered only when DWEL is not locked
CNEL | Control logic Pid | PID/ONF - ANL D | Manual reset 00 |-19.9t0 +19.9° For %Nl-[L:PID in protection level.
- =0 2. Continuous operation of @ +@&/ ¥ keys for SP or other parameters
JuUt | Control Outputselection| L4 | RELAY/SSR - ppr | Proportional 0 1.0t 400.0° For CNTL=PID makes update speed faster in 3 stages after 3 sec.
dYEL |Dwellmode enable | 10 |NO/YES - ) band-cool & HC=YES
Heat-cool mode Cyer ime- 0 For CNTL=PID
HC | selection no | NO/YES — C9t.L | Cycle time-cool 150 |0.1t099.9sec  |g1GvES
Control action for When HC=NO. . n o For HC=NO or
Areo |relay2 "t | RE/FD/TIME TIME prompted HY5¢2 | Hysteresis 2 10 0.11099.9 HC=YES &
when DWEL CNTL=ONF
L= When DWEL
- Wh - ) A . en
nlda | Relay 2 type dElU | DEV/ABS S REFD £!n € | Dwell time OFF |OFF, 1109999 min “VES
0NL | Online menu fortimer| N £ A 11 | REMN/ELPS \:/\Q]Eeg DAL 45 Ph | Display bias 00 [-19.9t019.9° —_
APY | Antireset windup %| 25.0 [1.0t0100.0%  |Vimen ONTL
Factory default
nSk (sgsoertya”) au N0 |NO/YES —_— | Note : | At power ON lower display shows (momentary) input type selected in Level 1.
-

J
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Q CALIBRATION CERTIFICATE

Model No : TC544C

Claimed Accuracy :

For TC inputs : 0.25% of FS +1°C
For R & S inputs : 0.5% of F.S +2°C
(30 min of warm up time for TC input)
For RTD inputs : 0.1% of FS +1°C

Standard used for Calibration of product is
traceable to NABL

The calibration of this unit has been verified at the
following values :

SENSOR VERIFICATION
SELECTION VALUE (°C)

25.0
K 475.0
975.0
0.0
RTD 323.5
800.0

The thermocouple / RTD curves are linearized in
this microprocessor based product; and hence the
values interpolated across the input range are also
equally accurate ; at every pointinthe curve.

Unit is accepted as accuracy is within the specified
limit of claimed accuracy and certificate is valid upto
one year from the date of issue.

(Specifications are subject to change, since development is
a continuous process.)

Selec Controls Pvt. Ltd., India

Factory Address :

EL-27/1, Electronic Zone, TTC Industrial Area, MIDC, Mahape,
Navi Mumbai - 400 710, INDIA.

Tel. No. : +91-22-41 418 452/468 | Fax No. : +91-22-28471733
Toll free : 1800 227 353 (BSNL/MTNL Subscribers only)
Website : www.selec.com | Email : sales@selec.com
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