00VPR-3

Features:

3 -3 Ve Input

Monitors Under Voltage, Over Voltage, Phase Failure and Phase
Se uence

LED Indication : Power ON, Relay ON

Trip Time Delay, Power ON Delay, Response Time, Recovery Time
DIN Rail Mount

Trip Delay (T) : 0to 10 sec

DIN 22.5mm
Display Specifications Au iliary Supply Specifications
LED Indication Chart
Condition ONED RED Environmental Specifications
Input Specifications
Functions
Mechanical Specifications
Trip Settings
Dimensions
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Output Specifications







SPCT Current Transformers

Ordering Information

PRODUCT CODE

SPCT 62/40 300/5AVA3 CL0.5 40x10 300/5 3 0.5
SPCT 62/40 400/5A VA 3.75CL 0.5 40x10 400/5 3.75 05
SPCT 62/40 400/5A VA5 CL 1 40x10 400/5 5 1
SPCT 100/60 500/5A VA5 CL 1 60x12 500/5 5 1
SPCT 100/60 600/5A VA5 CL 0.5 60x12 600/5 5 0.5
SPCT 100/60 600/5A VA7.5 CL 1 60x12 600/5 75 1
SPCT 100/60 800/5A VA 10 CL 0.5 60x12 800/5 10 0.5
SPCT 100/60 1000/5A VA 15 CL 0.5 60x12 1000/5 15 0.5
SPCT 100/60 1200/5A VA 15 CL 0.5 60x12 1200/5 15 0.5
Accessories
PRODUCT CODE

AC-SPCT-DRAIL-01 (Pack of 10) ===
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