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MA32 Environmental Conditions

S e I e C onerating Inst Operatilegnperaeu -1°C to &5
pereriing N Operating Storage2C to 5

Relative HumidityUpto 85% (Non-conden
Pollution Degreell

ORDER CODE INHOBGNA

Product Supply Range|Certificdtion

MA32-3-G-40/8@E80V-300V AC/DC, F0/6pRHz
MA32-3-G-40/3pQV-300V AC/DC, b0/60HzZ

96 x 96mm ESEN=NENAY-NOV NN NEORNES

SPECI B G\TI ONS All safety related codifications, symbols an

appear in this operating manual or on the equi

Description :3 @ Digital Ammeter strictly followed to ensure the safety of the op
i . Fai well as the instrument.
Display 4 Digit 7 Segment LED If the equipment is not used in a manner sp

Displadanufacturer it might impair the protection pre
Wirinighput 3@ 4,8 3 3 WOW equipment.
Rated Input CurreMdminalASA ¢ Do not use the equipment if there is any me
(Min- Orﬁ_ﬂsumea&h_%l éfAe) equipment is supplied with
Over Range Indica®@idnfor input > 6.2AiCAUT'O“'

CT Primary 1-999.0kA 1.Read com_plete instructions prior to installati
CT Secondary 1Aor 5A of the unit.
. : . 2.Risk of electric shock.

Resolution Auto reSQIUtlon depe@. The equipment in its installed state must no
upon €atio proximity to any heating sources, caustic Vv

Accuracy +0.5% of Full Scale or other unwanted process by products.

Measuring Methodrue RMS

Display Updame Tlsec TERMINAL CONNECTIONS

Power Consumptibess thaA 5V n =

SupplyMage :40-300V AC/DC, 50/6qHD ?1 6|2 5|3

Weight 165gms L N S1 S2 S1 S2 S1 S

Mounting Panel mounting
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