
CONFIGURATION MENU

USER GUIDE

a)  Manual switching (MAN) :  When this switching program is selected, 

the  capacitor  steps are controlled manually by the user.

b) Automatic switching (AUTO) :  This automatic switching program uses                                                        

intelligent   switching sequence. The step  switching sequence is not fixed and 

the   program  automatically  selects the most  appropriate steps to  switch in or  

out in order to   achieve shortest reaction time with  minimum number of steps. 

Target PF T. PF -0.800 to 0.800 1.000

Step time

Discharge Time

 Default 

Over Temperature

STP.T

 DST.T

DFLT

 O.TMP

15s1s-999s

1s-999s

YES/NO

40s

NO

o55 C

Relay count RLY 1-12 12  

o o10 C to 70 C

SENSOR CLIP ASSEMBLY

1. PANEL MOUNTING ASSEMBLY :

2: DIN RAIL MOUNTING ASSEMBLY: 

KEYKEY PRESS  DESCRIPTION  

INC

ONLINE PAGE DESCRIPTION

SERIAL NUMBER DESCRIPTION

CT.CR MODE DESCRIPTION

After 1 sec displays 5678 for 1 sec.

Display  1234 for 1sec.

AUTO / MANUAL MODE DESCRIPTION

Press         Key for 5 sec to display 8 digit serial number 

CT Correction CT.CR OFFON/OFF

NOTE

!

!

!

!

There are 4 dedicated keys         ,          ,       ,          to scroll through 

configuration menu.    

CONFIGURATION MENU

Factory Address : EL-27/1, Electronic Zone, TTC Industrial 

Area, MIDC, Mahape, Navi Mumbai - 400 710, India.

Website : www.selec.com

For Sales & Support, 

Tel. No. : +91-22-41 418 468/452

Mob. No. : +91-9136977315,  Email : sales@selec.com

For Service,

Tel. No. : +91-7498077172 / +91-7400069545

Email : service@selec.com


