


MRJ385

Ordering information

Product code

MRJ385-G-PNW Comm. (RS485)Pulse output

CertificationOutput

Self Supplied (V1, N)
60 to 300V AC

Supply voltage

 Multifunction Meter

Terminal connection

2
Cable Size (mm ) : 0.5 to 2.5 ; Tightening Torque (N - m) : 0.68 to 0.79 
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Compliance

Applicable EMI / EMC Standards

Product Standard : IEC 61326 - 1

Category Standards Compliance

ESD Immunity

Surge Immunity

Radiated Susceptibility

Conducted Susceptibility

Voltage Dips and
Interruptions

Conducted Emission

Radiated Emission

Electrical Fast Transient

IEC 61000 - 4 - 2

IEC 61000 - 4 - 5

IEC 61000 - 4 - 3 

IEC 61000 - 4 - 6

Level IV (Air Discharge : 15kV),
(Contact Discharge : -8kV)

Level III (2kV)

+ / - 2kV Common Mode, (Line to Ground)
   + / - 1kV Differential Mode, (Line to Line)

Level III, 80 to 1000MHz      (10V / m)
Level II, 1.4GHz to 2GHz (3V / m)
Level I, 2GHz to 2.7GHz (1V / m)

 Level II (3V / m)

Dips : 0% residual voltage / 
1 cycle   (Criteria B), 40% residual voltage / 
10 cycles 50Hz / 12 cycles 60Hz (Criteria C)
   70% residual voltage / 25 cycles
50Hz    / 30 cycles 60Hz (Criteria C)     
Interruptions : 0% residual voltage /
250 cycles 50Hz / 300 cycles 60Hz
(Criteria C)

IEC 61000 - 4 - 11

CISPR - 11

CISPR - 11

IEC 61000 - 4 - 4

Compliance

Applicable EMI / EMC Standards

Product Standard : IEC 61326 - 1

Category Standards compliance

IEC 61000 - 4 - 2

IEC 61000 - 4 - 3

IEC 61000 - 4 - 6

IEC 61000 - 4 - 8

IEC 61000 - 4 - 11

IEC 61000 - 4 - 4

IEC 61000 - 4 - 5

CISPR-22 / CISPR-11

Electrostatic discharge

Immunity to electromagnetic RF fields

Conducted immunity

Immunity to magnetic fields

Immunity to voltage dips and interruptions

Fast transient

Immunity to surge waves

Conducted and radiated emissions

Safety and Standards

IEC 61326 - 1

IEC61010 Edition 3.0 CAT III, Protection class II
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